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Most Artistic 


AMBLER 
ASBESTOS SHINGLES 


MADE AT 
ASBESTOS : PENNA. 


SUPPLIED BY 


ASBESTOS 
SHINGLE, SLATE & SHEATHING 
COMPANY 
AMBLER -+ PENNA. 
U.S. A. 


BRANCHES 
Southwestern Distributors: R. V. Aycock Company, Kansas City, St. Louis, Tulsa, Houston 
Southern Distr: Dixie Asbestos Company, Birmingham, Ala. J.T. Mann & Co., New Orleans, La. 
Pacific Coast Distr: H. G. Sperry Co., San Francisco, Calif.; Seattle, Wash.; Salt Lake City, Utah 


Globe, Arizona Berry Asbestos Company Atlanta, Ga. 
Farrington Engineering Co., Los Angeles, Cal. Mountain States Machinery Company, Denver, Col. 


ASBESTOS SHINGLE, SLATE & SHEATHING CO. 
Washington, D. C. Wilkes-Barre, Penna. Omaha, Nebraska Boston, Mass. Buffalo, N. Y. 
Chicago, III. Milwaukee, Wis. 


Cleveland, Ohio New York, N. Y. 
Detroit, Mich. Philadelphia, Penna. 
Minneapolis, Minn. Pittsburgh, Penna. 
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#AS GOOD AS 


LEHIGH FIRST PRIZE CONCRETE MASONRY HOME 
Roofed With Ambler “English Thatch’’ Asbestos Slate Built in Country Club District, Kansas City 


Architect, Angus McD. McSweeney, San Francisco Supervising Architects, Buckley & Van Brunt, Kansas City 
Contractor, Joseph F. Gier, Kansas City 


SHANNA 


Illustrating a Green “English Thatch” Tapered Ambler Asbestos Shingle roof. The random widths, irregular courses and rough 
texture completely eliminate hard and fast lines, the color giving a novel beauty to the home, and adding the desirable features— 
a fireproof and weatherproof roof, which will require no repairs or attention during the owner's lifetime 
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“AS GOOD AS GOOD LOOKING” 


“€nglish Chateh’” Ambler Asbestos Shingles 


UR latest development, the ‘“€nglish Ghatrh’ in random widths, 6" to 

18" wide x 20'' long, tapered from ¥"' at top to %!'' at butt and 

laid in irregular courses, the rough texture, and soft alluring colors unite to 
add value and beauty to the home. 


Here is an opportunity for the architect who wants to improve the appear- 
ance and wearing qualities of his roofs and get away from the unbroken tones 
and lines of the usual roofing job. 


The rough texture of Tapered Ambler Asbestos Shingles, together with the 
deep, delightful shadows cast by the thick butts, gives a note of cheerfulness 
and character to the house, enhances the beauty of the roof, and materially 
adds to its value. 


Tapered Ambler Asbestos Shingles are fire-proof—not merely fire-resistant, 
They are permanent, lasting as long as the house they protect without paint 
or other attention, as each shingle is a solid, inflexible slab of Asbestos and 


Hydraulic Cement. 


The “€nglish Chatrh’’ Shingles are made in a variety of non-fading colors, 
and are strong and rigid. 


ASBESTOS CANNOT BURN. 


“AS GOOD AS GOOD LOOKING” 


Architect’s Specifications for “English Thatch” or Colonial 
Tapered Ambler Asbestos Shingles 


NOTE: The following specification is written to cover both the English Thatch and Colonial Tapered 
Ambler Asbestos Shingles as sold by the Asbestos Shingle, Slate & Sheathing Company, Ambler, Penna. 


When specifying the English Thatch omit the items in brackets; whereas for Colonial, substitute 
those bracketed. 


PAPER: Apply the sheathing boards, so that the distance between same shall not be more than }4", 
then apply a thirty pound saturated asphalt felt over entire roof surface. This felt should be lapped 
6"! on all joints and a double thickness should be used on all hips, ridges and in valleys. 


STARTING COURSE: An asbestos starter 9!'' x 18!'' x 14"' thick designated as No. 9-A shall be laid end 
to end laterally covering the eaves and projecting over the edge of the roof boards 114"! or 2''. How- 
ever, before this starter is applied a wood strip 114'' x 14"' shall be nailed to the roof flush with the 
eave, to give the starter and shingles the proper cant. 


SHINGLES: Over and flush with the starters, English Thatch (Colonial) Tapered Ambler Asbestos 
Shingles shall be applied. Details regarding the random exposures and various widths shall be supplied 
by the architect in charge of construction. We, however, recommend that none of these English 


Thatch (Colonial) Tapered Ambler Asbestos Shingles be applied with less than a 3" headlap. 


NAILS: We recommend that a copper nail, of sufficient length, be used, so as at least I"! will be driven 
into the wood sheathing boards. Care should be taken in application to eliminate the possibility of 
nailing the shingles too tight to the roof, as there is a certain amount of expansion and contraction 
in a cement product and this must be considered. Galvanized nails can also be used in place of 
copper if desired. 


HIPS AND RIDGES: All hips and ridges shall be covered with English Thatch (Colonial) Tapered 
Ambler Asbestos Shingles 6'' wide or any other width desired and applied according to the Boston 
Method, or if desired the last course of shingles may be mitred on hips and ridges and thus eliminate 
additional covering. 


FLASHING: All metal flashings and counterflashings shall be sixteen ounce soft, cold rolled copper and 
sufficient shall be used so as to guarantee a water-tight application. Lead may also be used in place 
of copper if desired. 
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This Fireproof House was built by The Lehigh Portland Cement Co., Allentown, Penna., from plans made by 
Angus McD. McSweeney, 3245 Octavia St., San Francisco, Cal. 


MODERN DUTCH COLONIAL HOME ROOFED WITH 
“COLONIAL”” AMBLER ASBESTOS FIREPROOF SHINGLES 


A Roof with Softly Blended Hues 


The Rough Colonial—‘‘They look old in notime” 


LLUSTRATING a modern fireproof home covered with “‘Colonial’’ (smooth type) Tapered Ambler 

Asbestos Shingles (also made in rough surface type), but giving only a faint suggestion of the beauty 
of an Ambler Asbestos ‘‘Colonial’’ shingle roof. It had always been the desire of architects to secure 
the effects which are given by the random width, heavy butt, tapered Wood Shingle for roofs of this 
type, which would be fireproof. The use of Wood Shingles is becoming more and more restricted, especially 
in boroughs and small cities where the individual home is still prevalent owing to the likelihood of fire, 
and the Tapered ‘‘Colonial’” Ambler Asbestos Shingles will supply the architect’s need for a roof having 
the same character as tapered wood shingles with the additional value of its fireproof and everlasting 
weather-proof qualities. It will also enable architects to secure different color arrangements, as these 
shingles are made in Pearl Gray, Newport Gray, Autumn Brown, Tuscan Red and Moss Green. Roofs 
with softly blended hues. 


A pleasing combination of approximately 50% Red, 23% Pearl Gray, 22% Brown and 5% Green, laid 
hit and miss without any special color arrangement, gives at a little distance the wonderful beauty and 
tone of autumn leaves, and has been found very desirable by the architect who wants a roof which will 
fit in surroundings requiring this blend of colors. 


Tapered ‘“‘Colonial’’ Ambler Asbestos Shingles are 19" long, with random widths 5" to 17''—smooth 
surface and rough surface types—they are tapered from 1%"' at top to 14"' at butt, and can be laid in 
regular straight courses like Wood Shingles, exposed 8!'' to the weather and fastened with Copper Nails. 
Where an irregularity of line is desired the butts of the shingles can be broken or straight butts offset, and 
the shingles laid in irregular courses. Care should be exercised, however, not to have less than a 3!! 
headlap over the second course below the one that is being laid. 


Roofs laid according to the specifications on the previous page will remain watertight for the life of the 
house that it protects. “‘Colonial’’ Tapered Ambler Asbestos Shingles require no paint or preservative, 
they cannot curl nor rot, sun and frost are alike powerless to harm them, and they stand all kind of expo- 
sure to the weather for years without requiring one cent of expense for repairs. In the long run they are 
the cheapest roofing material because when you roof a house with Ambler Asbestos Shingles it is roofed 
once for all and you are guaranteeing your client against worry and expense. 
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ILLUSTRATING THE STARTING OF A ROOF WITH TAPERED “€nglish Chatrch’ 
AMBLER FIREPROOF ASBESTOS SHINGLES 


TAPERED “€nglish Thatch’ 


Weight 8"" WEATHER EXPOSURE | 7"" WEATHER EXPOSURE 
0 No. per | Wet. per |2"' Copper Nails No. per Wt. per |2"' Copper Nails 

Square Square per Square | Square Square per Square 

6 x 20 326 300 978 4. +Iibs: 7343 1119 41% Lbs. 
Oi 20 489 200 978 234 Lbs. 229 1119 Sur ibs. 
10 x 20 543 180 978 21% Lbs. 206 ito 234 Lbs. 
1232820 652 150 978 ote bs aaa al e2 1119 214 Lbs. 
14 x 20 761 129 978 134 Lbs. 147 [as 2 bs, 
16 x 20 868 13 978 [6c bsaa 1122 Re, 134 Lbs. 
18 x 20 978 100 978 114 Lbs. | lS 1119 11% Lbs. 


TAPERED Colonial Shingle (Two Types—Rough Surface and Smooth Surface) 


8'"" WEATHER EXPOSURE 
Weight per No. per Weight per Copper Nails 
100 Square Square per Square 
Sy oe 1) 258 360 930 a) labs: 
8 x 19 413 225 930 Dh poles: 
9 x 19 465 200 930 24% Lbs. 
Lexes|D 568 164 930 214 Lbs. 
[3x19 671 139 930 Dune libs 
loxxah9 774 120 930 134 Lbs. 
[7exe 9 878 106 930 11% Lbs. 


“ASBESTOS CANNOT BURN” 


TAPER 
“English Chath’ 


Ambler 
Asbestos 
Shindles 


ROOF of “€&nglish Ghatch’’ Ambler Asbestos 
Shingles adds a decided beauty to a home and 


removes the necessity of any worry or concern of 
the owner over roof troubles for his natural lifetime. 


For full particulars write 


ASBESTOS 
SHINGLE, SLATE & SHEATHING 


COMPANY 
Main Office, AMBLER, PA. 
Factories, AMBLER, PA., and ST. LOUIS, MO. 


Cleveland branch—1178 West 11th Street 
Cleveland - Ohio 


Sub-branch Office—40 West Gay Street 
Columbus - Ohio 


